19 May 2016
Ref: 29793/DD/3V/gb

Contact: John Vanderzon
Phone: +61 8 8274 2188 AGA"

E-mail: jvanderzon@aga.asn.au

ﬂ\<>:

Mr Raul Gomez

Montero FyE, S.A.

El Juncal, s/n. Edificio Fuentes 22 Local 11
48510 Valle de Trapaga

Vizcaya, Espania

Dear Mr Gomez,

Re: MONTERO BELPA CSA-320 (Gasket Material)
AGA Application 12807, AGA Certification 6427

I refer to your Application for Modification and our recent email correspondence regarding the
product referenced above.

This Application is for changes to product already certified under coverage of AGA certification 6427
and the modifications/variations concern:
e Certification update to the latest revision of the reference standard — now AS4623-2008.
¢ Update of manufacturer name change on certification documentation following your advice
and submission to AGA.

Following a desktop review of the certification file and revised specification information I confirm no
further assessment is required. Evidence of product marking which satisfies Standards markings
requirements has been received. I also confirm specification documents in our certification file have
been updated accordingly.

All work for this current project is now complete and I am pleased to enclose the following:
e Revised AGA Certificate 6427.
e Revised Product Specification Issue 02.
* Details of the certification entry as it will appear in the “Directory of AGA Certified Products”,

as found on our website www.aga.asn.au.
Please review the enclosed documentation and advise if any details are incorrect or inadequate.

Yours Sincerely,

TS~ \/C\ﬁdtmh

For,
Don Duan
Client Manager, AGA

CC: Ms Maria Garcia Gorrichategui (laboratorio@monterofye.com)
Mr Michael Guy - Hawleys (michael.quy@hawleys.com.au)

The Australian Gas Association ABN 98 004 206 044

AGA Head Office and Laboratory

PO Box 122 (66 Malcolm Rd.), Braeside, VIC, 3195 Australia

Telephone: +61 3 9580 4500 - Fax: +61 3 9580 5500

Email: office@aga.asn.au and lab@aga.asn.au - Website: www.aga.asn.au

Certification Services: Focusing on Safety, Reliability & Energy Efficiency




AGA CERTIFIED PRODUCT

-
AGA 9
Certificate Holder: MONTERO FYE, S.A.
ABN/ACN No. (if applicable): N/A
Manufacturer: MONTERO FYE, S.A.
Agent (if applicable): HAWLEYS PTY LTD
Type of Component: GASKET MATERIAL
Model No. & Description: MONTERO
(Refer www.aga.asn.au for more details)  BELPA CSA-320
MWP 2000 kPa (AS4623 — Class III)
Relevant Standard(s): AS 4623-2008
This is to certify that the particular COMPONENT specifically described herein and supplied to The Australian Gas
Association (hereafter called the AGA) by the Certificate Holder named above has been subject to “type-testing” and
assessed by the AGA to comply with the requirements of the AGA’s Product Certification Scheme for Type Tested Gas
Products.
This Certificate is issued on the express conditions that: Mﬁ' o
WARRANTY
(i) The Certificate Holder undertakes to comply with the Rules Governing The AGA’s s compenent
Product Certification Scheme (hereafter called the Rules Governing); complies with :
design certifiec
(i) This Certificate remains the property of the AGA; and g
Type-Testec
(iil) The AGA reserves the right to cancel this Certificate in accordance with the Rules o
Governing, and in such an event the Certificate Holder undertakes to surrender the Not to be
Certificate to the AGA upon request. copled
DA \/cmde.c*z;r———
Client Manager
Certificate first issued: 29 April 2003 Certificate No: 6427
This copy valid from: 19 May 2016 Refer specification issue: 02
QF 714/N11

(non JAS-ANZ) This Certificate issued by The Australian Gas Association ABN 98 004 206 044



Directory Certificate Entry

Jointing Materials and Compounds

Jointing Materials
MONTERA FYE, S.A.

Relevant Standard/s: AS 4623 | 2008 | Jointing compounds and materials for use in gas pipe joints |
30/06/2008

Agent: Hawleys Pty Ltd

(PO Box 3006, STAFFORD DC,

4053 QLD AUSTRALIA Ph: 07 3356 1699)
MONTERO
6427 4.03

Montero Gasket Material kPa Rating

Model: Belpa CSA-320 2000
MWP 2000kPa (AS 4623 - Class Ill)

Monday, 23 May 2016



